S Serial Entry option

It is an entry-level laser marking with good performance.

XY2-100 protocol.

S Series
Aperture size: 10, 15, 20, 30mm

* Aperture size: 10, 15, 20, 30mm.

ATERRRE R +i

i

& A4

& Ql
o &8«
3 CD.s4<
515

520

530/5H30/5H30 P2

|
1
1
'
)o@
L 88

Product line
Type

510

515

520

530
SH30

SH30 P2

Version

Standard Version

Standard Version

Standard Version

Standard Version
Pro.Version
P2 Version

Optical Specifications

Type

510

515

520

530
SH30

SH30 P2

Aperture size
(mm)

10
15

20

30

Galvanometer Specifications

Type 510
Scan Angle(®) +11
Repeatability(urad) 8
Max.Gain Drift(ppm/k) 100
Max.Offset Drift{prad/k) 30
Long-term drift over 8h(mrad) <0.3
Tracking Error(ps) <130

Step Response Time 1% of Full Scale][us} <260

Typical Marking Speed”(m/s) 3

Typical Positioning Speed 2l[m.f’sll 10

Typical Character Markin 93 (cps)

1)1% step response

2)20 scanhead use F160 F-8 lens

Weight

Size

Output

FEELTELY

(KG) () Inputvoltage ;- ge(VDC) Current(A) Protocol
2.1 126x115x115
3 151x125x120 e
5.5 175x134x148.9  220VS50HZ el : Al
Protocol
6 199x145x142
Available Wavelength Optical Material Optical Surface
355 532 980/1064 9400 /10640 Parliiﬁﬂi?;ﬁaa Si / QU
355 532 980/1064 10640 1/4M\@633 Si/Ssic/qQu
355 532 980/1064 9400 /10640 1/4A@633 Si / SiC /QU
355 980 /1064 9400/ 10640 1/4N@633 Si/Ssic/qQu
515 520 (Standard Version) Provemin) | B vemson)
+11 +11 +711 +11 | +11
8 8 8 8 _ 5
100 150 150 100 | 50
30 50 50 30 | 15
<0.3 <0.12 <0.3 <0.15 <0.
<230 <290 <440
<460 <580 <880
3 3 2
10 10 8

600CPS Good Quality 500CPS
800CPS GO Writing 650CPS Good Writing 500CPS Good writing

Good Quality

A00CPS Good Cuality

350CPS Good Qualiy
45 ﬂ C PS Good wrhiting

3) F160 F-8 lens,imm height single line character, LenMark software& FEELTEK control card
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