FR50-C

Support wavelength:10640nm., 10200nm. 9400nm

Application Highlight

» Filming
» Denim laser washing
APPLICATIONS » High-precision cutting

Product Technical Information

Input Voltage(vbc) 24V Ol ~\Perture Sizemm) 50
Current(a) 10A(Rms) 19A(Peak) SERE Input beam 135
diameter(mm)
LU Protocol XY2-100/NCL2
weight (kc) e Scan Angle() +11
Size(mm) S EE ) Repeatability(prad) 5

Max.Gain Drift(ppm/k) 100
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Large field marking (Jeans) cutting

High-end industry ap
Smaller spot size

* [I-IV optical components,small light loss with thinner spot
0.14mm@200x200mm@10640nm,

* Optional water cooling design, it can be applied to
high-temperature drift requirements.

* Automatic focal adjust option for choose, finish work
field and focal length switch through software.

* Standard with XY2-100 protocol, optional
NCL2 protocol. When NCL2 is selected,
real-time feedback of 27 key data

points across four categories of

Distilled or de-ionized

Galvanometer,

scanhead status is available. Cooling Media water plus corrosion il Vax.Offset Drift(urad/k) 30
Minimum spot diameter ¢ iﬁhibitor Specifications it )
Long-term drift over 8 d <0.2
0.1 4@200X200mm 1064 . Temperature(c) 22-28 g (mrad)
Eoeling Tracking E <0.68
VNI o commended 53 racking Error(ms) <0.
cooling pressure 1% step response(ms) 17
Recommended )
flow rate(t/min) 4-6
Working Field(mm) 200x200 300x300 400x400 500x500 600x600 800x800 1000x1000
Working ) ) >
. The Min.Spot Diameter@1/e (mm) 0.14 018 0.21 0.25 0.3 0.4 0.51
1000x1000mm Azl
Focal length(mm) 235 335 435 535 645 905 1185

Note: The Z-axis zoom range varies depending on different applications and is specifically determined by the process requirements.

Smaller spot size

The minimum spot size could be 0.14mm. Even if under
800*800mm large field, the spot size is only 0.4mm,

Flexible large field processing
Through the 3rd axis control to reach larger work field.
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the thermal impact is little.
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The closer to the edge, the bigger

the spot s, the marking range is limited.

Deformation due to its characteristics.

s

Supports 1000x1000 working field.

Marking with uniform effect under
super large work field.

Cutting edge is rough,spot size is
big with huge heat impact.

Spot size is small,cutting edge is
smooth, little heat impact

Regular Scanhead
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Large spot, poor effectin
precision processing.

FR50-C precision processing
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Small spot size, high precision.

4X M5-6HT 7.50
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